


Controls	the	FM	engine	

Selects	FM	Algorithm

Matrix	Menue	(Selection	of	Functions)

Display Content Value Knob / Button Function

C1/M1	to	C4/M4 000	-	127 OP1	/	OP	2	/	OP	3	/	OP4 Operator	Pitch

000	-	127 Amt	XY	(12x) Operator	Mod	Depth

TUN 000	-	127 Para	1	 Tuning	entire	FM	Engine

OVT 0	-	6 Para	2 Overtone	Mode

AL 00	-	26 Para	3 Algorithm

VOL 000	-	127 Para	4 Volume	entire	FM	Engine
Para 1 Para 2 Para 3 Para 4
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Algorithm	Menue	(Selection	of	Functions)

Depending	on	which	operator	modulation	paths	are	used	by	the	particular	algorithm,	only	some	specific	of	
the	12	Amt XY knobs are	active.	

Each	of	the	four	operators	provides	a	pair	of	ADSR	envelope	generators.	One	controls	the	volume	curve,	
the	other	the	pitch	curve	of	its	operator.	

Operator	Envelopes	(Selection	of	Functions)

Controls	filter,	filter	envelope	and	VCA	envelope	as	well	as	modulation	dephts	of	both.

Filter/VCA	Menue	(Selection	of	Functions)
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Display Content Value Knob / Button Function

CU 000	-	127 Matrix	Knob	1	/	Row	1 Cutoff	Frequency

RS 000	-	127 Matrix	Knob	2	/	Row	1 Resonance

AM 000	-	127 Matrix	Knob	3	/	Row	1 Envelope	Amount

TK 000	-	127 Matrix	Knob	4	/	Row	1 Keyboard	Tracking

Filter	Envelope	Graphic Graphic Matrix	Knobs	1	-	4	/	Row	2 Filter	Envelope	Shape	(ADSR)

Volume	Envelope	Graphic Graphic Matrix	Knobs	1	-	4	/	Row	3 Volume	Envelope	Shape	(ADSR)

Controls	on-board	reverb	effect	and	two	delay	effects	via	Para 1-4	knobs.

Randomise FM Matrix

•	 Enter	the	Matrix	menu	(Matrix	button).	
•	 Press	and	hold	the	< Cursor button	for	at	least	3	seconds.	

Initialise FM Matrix

•	 Enter	the	Matrix	menu	(Matrix	button).	
•	 Press	and	hold	the	Matrix	button	for	at	least	3	seconds.		

Randomise Filter

•	 Enter	the	Filter	menu	(Filter	button).	
•	 Press	and	hold	the	< Cursor button	for	at	least	3	seconds.		

Initialise Single Preset

•	 Press	and	hold	the	Sing/Mul	button	for	at	least	3	seconds.

Reverb Delay 1, 2

FX	Menue	(Selection	of	Functions)

Random	and	Reset	Functions

Display Content Value Knob Function

LEV 000	-	127 Para	1 Level	Reverb	Signal

SIZ 000	-	127 Para	2 Reverb	Decay	Time

LP 000	-	127 Para	3 Hi	Cut

HP 000	-	127 Para	4 Lo	Cut

Display Content Value Knob Function

LEV 000	-	127 Para	1 Level	Delay	Signal

DLY		/		128		/		1/2 000	-	127			/			1/2	-	1/64T Para	2 Delay	Time

SLO		/		SYN SLO	/	MED	/	FAST	/	SYN Para	3 Delay	Time	Range		/		MIDI	Sync

FBK 000	-	127 Para	4 Delay	Feedback
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Algorithm	2:
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